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NINGBO DEG5ON ELECTRICAL COLTD
NO.1585 XIAOLIN ROAD

c

NINGBO, ZHEIANG 315321 CHINA

Wire Wire Q
Cat. No. Range  Type FW __ Lbin. v A UG CA
DC2.5%jj 12-26, Cu |2 |50 600 25 BC 2(120), 4
str/sol
MNote A | D
DC2.5-PE*jjj 12-26, Cu |2 |35 — — BC 2(120), 4
str/fsol
DCAjj 10-22, cu |2 |60 600 20 Xd 2(120), 4
str/sol
Note A | D
DC4-PE*j 10-22, Cu |2 |60 — — BC 2(120), 4
str/sol
DCE*jjj 8-22, Cu |2 |140 600 50 B 2(120), 4
str/sol
Note A | D
DCE-PE*jjj 8-22, Cu |2 140 — = B 2(120), 4
str/sol
DC10%jj 6-20, Cu |2 140 600 65 BC 2(120), 4
str/sol
NoteA | D
DC10-PE*jj 6-20, Cu |2 |140 — — BC 2(120), 4
str/sol
DC164jj 14-3, Str, Cu |2 |27 600 100 BC 2(115), 4
14-10, 50l
Note A | D
DC3I5*jj 14-1/0,5tr, |Cu |2 |31 600 150 BC 2(115), 4
14-10, Sol
DS1.54jj 26-14, Cu |2 |— 300 15 BC 2(120), 4
Sol/Str
DS1.5-PE*jj 26-14, ¢ |2 |— — — BC 2(120), 4
Sal/str
DS 2. 5%jj 26-12, Cu |2 |— 600 20 BC 2(120), 4
Sal/str
Noted | D
DS2.5-PE*jjj 26-12, Cu |2 |— = — BC 2(120), 4
Sol/Str
DS4%jj 24-10, Cu |2 |— 600 30 BC 2(120), 4
Sal/str
Note A | D
DS4-PE*jj 24-10, Cu |2 |— = — BC 2(120), 4
Sol/Str
DSE*jjj 20-3, Cu |2 |— 600 50 BC 2(120), 4
Sol/Str
Note A | D
DSE-PE*j 20-8, Cu |2 |— — — BC 2(120), 4
Sol/str
DS10%j 20-6, Cu |2 |— 600 65 BC 2(120), 4
Sol/Str
Note A | D
DS10-PE*jjj 20-6, Cu |2 |— = — BC 2(120), 4
Sol/Str
DS2.5-QU-PE*jjj 26-12, Cu |2 |— 600 — BC 2(115), 4
Sol/Str
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DS2.5-TW-PE*jjj 26-12, Cu |2 |— 600 — BC 2(115), 4
Sol/Str
DS4-QU *bbbb 24-10 Cu |2 |— 600 30 BC 2(115)4
Sol/Str
NoteA | D
DS4-TW *bbbb 24-10 Cu |2 |— 600 30 BC 2(115)4
Sol/str
Note A | D
DSKK2.5*bbbb 26-12 Cu |2 |— 300 20 BC 2(115)4
Sol/Str
Note A | D
DSKK4*bbbb 24-10 Cu |2 |— 300 28 BC 21154
Note A | D
DS4-QU-PE *bbbb 24-10 Cu |2 |— 600 = BC 21154
Note A | D
DS4-TW-PE *bbbb 24-10 Cu |2 |— 600 = BC 21154
Note A | D
DSKK2.5-PE *bbbb 26-12 Cu |2 |— 300 — BC 21154
Sol/Str
D52.5-QU*el, DS2.5-TWrel 26-12, Cu |2 |— 600 20 BC 2(115), 4
str/sol

*ij - followed by one or two digit number, followed by P, may be followed by two numbers or one number and one letter, followed by 00-9999%99999, followed by A(H), B{H).Z(H)

*bbbb - followed by one or two digit number, followed by P, may be followed by two numbers or one number and one letter, followed by 00-9999999999, followed by A(H), B(H), thru
Z(H).
*e(1) = Followed by one or two digit number, followed by P, maybe followed by two numbers or one number and one letter followed by 00-9999999999, followed by A(H), B(H)...Z(H).

Marking: C ad ksﬁ “DEGSON" or "GAOSONG" and catalog designati log designati
arking: Company name or trade marl or ﬁ or ﬁﬂmﬂ” or or and catalog designation (catalog designation may appear on

shipping carton).
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